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TECHNICAL AND GENERAL INFORMATION

PVC Profile Systems

A | AirGap 12mm
B | Fitting Axis 9-13mm
C | GapSize 3-35mm
D | Rebate Width 18-20-22 mm
E | Backset 7.5-15mm

» Required Air Gap must be 12 mm.Otherwise problems may occur after the installation of the hardware.

- Fitting Axis may differ depending on various PVC profile brans series.Correct hinges and strikers should be
chosen according to the fittinf axis before the installation.

» Reuired Gap Size must be 3 - 3,5 mm.Otherwise problems may occur after the installation of the hardware.
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TECHNICAL AND GENERAL INFORMATION

Application Range Diagrams

Sashs Sizes

Max SRW 1480 mm Overall sash area must not exceed 2.4 m? or 130 kg in weight and a height to width
SRH 2530 mm ratio of SRH: SRW max. 1: 1.5
SRW 280 mm . . . .
with VCD. Corner Drive, Stay Arm size VMK. and Espagnolette height VGR.
SRH 320 mm
Min.
SRW 350 mm with VCD. Corner Drive ( with locking cam fitted on top ) Stay Arm size VMK.
SRH 295 mm and Espagnolette height VGR.

Determining The Glass Weight:

Glass Thickness (mm) 24 22 20 18 16 14 12 10 8 Glass Thickness 12 mm

Glass Weight (kg/m2) 60 55 50 45 40 35 30 25 20

1mm = 2.5 kg/m?

Max: 100 Kg. Sash Weight Max: 130 Kg. Sash Weight



ASSEMBLY INSTRUCTIONS

Frame and Sash Hinges
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ASSEMBLY INSTRUCTIONS

Hardware Installation

If middle lock is used

depending on sash height,

it must be fixed to stay arm before
the sash assembly.

Sash hinge is fixed after
right or left adjustment.

Anti-mishandling device is
fixed on the espagnolette and
right and left adjustment is
made afterwards.

If middle lock is used depending on sash
width, it must be fixed to vertical tilt lock
before the sash assembly.



ASSEMBLY INSTRUCTIONS

Maintenance & Adjustment

+3mm
sash horizontal adjustment

+0.8 mm
gasket pressure adjustment

+0.8 mm
asket pressure adjustment
9 P ) +£3mm
sash vertical
adjustment

+1Tmm
gasket pressure
adjustment

+3mm
sash horizontal adjustment

Oil once yearly



SYSTEM GROUPS V.H.H. Vertical Tilt&Turn System

rpyl'l na Cncrtem BeprukanbHo MoBopoTHO-OTKMAHbIE CUCTEMBI



SYSTEM GROUPS V.H.H. Horizontal Tilt&Turn Systems / Standard Security

Mpynna Cnctem lopusonTansHo MosopoTHo-OTKMAHbIE CUcTemb
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SYSTEM GROUPS V.H.H. Horizontal Tilt&Turn Systems / Advanced Security

rpyl'l na CnucTem lopusontansHo N&O Crctembl / CTaHaapTHas besonacHoOCTb
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SYSTEM GROUPS V.H.H. Horizontal Tilt&Turn System / Full Security

[pynna Cuctem lopusonTanbHo MN&O Cuctemst / C MosbilweHHoI besonacHoCTbo
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SYSTEM GROUPS V.H.H. French Casement Windows

rpyl'll'la Cuctem [eyctBOpYUaTble Cnctembl
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SYSTEM GROUP V.H.H. French Casement System / Vertical

[pynna Cuctem Litynbnosas N&O Cuctema / BeptukanbHas
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SYSTEM GROUPS V.H.H.French Casement System / Horizontal

[pynna Cuctem Lrynbnosas M&O Cuctema / fTopusoHTanbHas



SYSTEM GROUPS V.H.H. Turn Only Systems (Symmetrical Hinge Group)

[pynna Cuctem MosopotHbie Cuctembl OTkpbiBaHma (Ba3osbiii Komnnek)
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SYSTEM GROUPS V.H.H.Tilt Only Systems (Symmetrical Hinge Group)

[pynna Cuctem dpamyxHas Cuctema (ba3osbiit Komnnek)
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